HARISSN LUCENT 25+RD

Photo Products:s Professional Studio Light System
«— 144 mm (5.6 inch) —» DIMENSIONS 303 mm (11.9 inch)
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FEATURES SPECIFICATIONS
o Sleek all-metal body - for strength and durability. Flash output: 250 Watt-secs “full mode”
125 Watt-secs “half mode”
° Mod.ular.circu.il boar_d for quick and easy fault F Stop: (reading at
MODELING LAMP FLASH/ MODELING rectification - if required. 1 meter S0 100) 4513
ON/QFF LAMP HALF / FULL
‘SLAVE'INDICATOR 'READY'INDICATOR | @ In-built RF Receiver (2.4 GHZ) for reliable remote Recycling Time: 12 Sec
: triggering.
RF CHANNEL — - L INTERNAL RF
SELECTION : ‘ : s RECEIVER ON / OFF ' o ' Rated Colour Temp. of tube 5480K
TEST BUTTON : B \ 'SLAVE ON OFF e |MS (Intelligent Monitoring System) micro-controller
const?lntly monitors internal  circuitry for error-free Modeling Lamp WD
MAINS INLET SockeT | OPeraton.
(WITH FUSE) ‘ ‘
MAINS ON / OFF 'SYNC' SOCKET e Color-corrected flash output. LightiModier:elint E-Type
® Rap|d Charging Circuitry. Flash Duration: 1/2500 Sec
e |n-built cooling fan. Weight: 2.36 Kg (5.2 Ibs.)
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